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Quattro-OBL Pedestal
V4002-0002

Item Part No.

Quattro-OBL pedestal V4002-0002

Trim weights

main 3445-47

auxiliary 3445-48

Small-diameter steering ring 3445-42

Large-diameter steering ring 3445-43

Vinten portable pump 3357-3

Spanner - for head bolts J551-001

Set of three 160 mm polymer composite wheels with cable guards 3502-910SP

Set of three 200 mm solid rubber wheels with cable guards 3502-901SP
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Payload 105 kg (231 lb)

Pedestal weight 117 kg (257 lb)

Trim weights

main (5 x 1.0 kg) 5.0 kg (11 lb)

auxiliary (6 x 0.5 kg) 3.0 kg (6.6 lb)

Minimum height

with 200 mm wheels 49.8 cm (19.6 in.)

with 160 mm wheels 46.8 cm (18.4 in.)

Maximum height

with 200 mm wheels 149.8 cm (59 in.)

with 160 mm wheels 146.8 cm (57.8 in.)

Ground clearance

with 200 mm wheels 5 cm (2 in.)

with 160 mm wheels 2 cm (0.8 in.)

On-shot stroke 100 cm (39.4 in.)

Doorway tracking width 98 cm (38.5 in.)

Transit doorway width

Small steering ring 87 cm (34.3 in.)

Large steering ring 91.3 cm (36 in.)

Steering ring diameter

small 58.9 cm (23 in.)

large 74 cm (29 in.)

Maximum working pressure 16.3 bar (236 psi)

Relief valve pressure 18 bar (260 psi)


