
SOFTWARE FEATURES

Traditional shot grid GUI   

Talent tracking GUI  Option  Option
Detailed permission credentials for Users & Groups   

Sets - studio/camera configurations for multiple programs   

Grouping of preset shots into ‘Shows’   

Preset shots   

Multishot   

Live camera feed preview   

Geofence/2D studio view  -
Tally status integration   

PTZF axes control   

Height axes control  Option [1]
Roaming / track axes control  Option [2]
Video router switching   

Broadcast camera CCU Option -
PTZ CCU   

SUPPORTED DEVICES

Vinten pan tilt heads   

Vinten elevation units  -
Vinten roaming pedestals  -
Tuning columns & track dollies Option Option
Panasonic AW-HE/UE PTZ Option  

Sony BRC PTZ Option  

Canon BU/XU/CR-N PTZ Option  

SYSTEM

Number of Vinten devices supported Unlimited Unlimited
Number of PTZ licenses included as standard [4] 0 5
Multiple clients shared config/presets   

Remote / WAN clients supported   

Multiple touchscreen monitor support   

Scalable shot grid   

Configurable camera bar   

Configurable sidebar for easy access to user’s preferred control   

Configurable robot profiles   

Configurable joystick profiles   

Server redundancy / cluster  -
Replication of server database  -
Failover with automatic switching  -
Auto discover of devices [5]   

Upgradable to full VEGA N/A  

LICENSES

VEGA Client  -
VEGA Lite -  

VEGA Cluster Option -
VEGA PTZ license - 5 device Option  

VEGA Tuning Option Option
VEGA Mapping Option -
VEGA Curve Option Option [3]
VEGA CCU Option -
VEGA Playout Option Option
VEGA Presenter Tracking for PTZs Option Option
VEGA Presenter Tracking Option Option

LITE

[1] Tuning height columns only when Tuning license added.
[2] For PTZ Tuning track systems only.
[3] Limited to those axes supported.

[4] Additional PTZ licenses can be added in groups of 5 device

[5] For supported devices including Vinten current generation 
devices Please confirm third party devices before purchase.


